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TURFGRASS BELLA
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TECHNICAL CHARACTERISTICS H@H

In order to constantly improve the quality of our products, Turfgrass® reserves the right to modify any of the technical characteristic

YARN / GARN TUFTING
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TYPE MONOFILAMENT MIX GAUGE .
TYP 3/
COMPOSITION 70% PE - 30% PP PILE HEIGHT 25 mm (£5%)
DTex. 6.200 DTex (5%) STITCHES 200 /Im (£10%)
WEIGHT 825 gr/m2(x10%) STITCHES 21.000 /m? (£10%)
PRIMARY BACKING / TRAGERGEWEBE FILAMENTS 588.000 /m? (+10%)
TYPE

SINGLE BACKING FINISHING / VEREDLUNG
COMPOSITION POLYPROPYLENE COMPOSITION MARINE BACKING
ZUSAMMENSETZUNG
WARRANTY / GARANTIE FINAL PRODUCT / ENDPRODUKT

*WARRANTY (YEARS)
*GARANTIE (JAHRE)

REMARKS / BEMERKUNGEN DAG.410.MAR.15 / 1 / 7-9-23

*The standard warranties are applicable for regions with Global horizontal irradiation lower than or equal *
to 1800 KWH/m?/year or 155 KLy/m?/year. For regions with Global Horizontal Irradiation more than
1800 KWH/m?2/year or 155 KLy/m?/year, please refer to our warranty statement.

TOTAL WEIGHT

5 - 600 KLy 1.620 gr/m? (10%)

In case infill is added to the Turfgrass artificial grass, please use rounded (non-angular), sieved, washed and
dried silica sand. The use of any other type of infill material will invalidate the Turfgrass warranty.





